
Specification:
• Connector 1: HDMI 2.0 male, gold plated
• Connector 2: HDMI 2.0 female with screw locking, gold plated
• Nut and Screw type: M3 nickel plated
• Hole Pitch: 25±1mm
• Cable Conductor: Tinned Copper
• Wire Gauge: 28+30AWG
• Outer Diameter: 3.2*14.5±0.2mm
• Shielding: Aluminum foil, Braiding
• Housing: Injection molding
• Jacket: PVC
• Bandwidth up to 18Gbps
• Video resolution up to 4K@60Hz
• Compliance: RoHS, REACH

DATA SHEET Ningbo Farsince Electronic Co., Ltd
777 West Zhongguan Road, Zhenhai Dist.,
Ningbo, China, 315201.

T: +86 574 87042335
E: sales@farsince.com
www.farsince.com

HDMI 4K Male to HDMI Female Panel Mount 2.0 Flat Extension 
Cable

Description：
The superior solution seamlessly combines two HDMI cables to 
establish top-notch connectivity through a panel, ideal for displays 
originating from secure locations.
Despite its convenient short length, it's designed for minimal signal loss 
and supports video resolutions up to 4K*2K@50/60(2160p).
The fully-shielded conductors offer immunity to EMI/RFI interference, 
while the 24-K gold-plated connectors facilitate the unmatched signal 
transfer.
Besides, with a bandwidth reaching up to 18Gbps, it supports 3D video, 
Deep Color, and x.v. Color™. And the unique flat design and M3 screw 
mechanism provide secure and diverse mounting options.

Order Informaiton:
• FSP1001D4K: Flat 4K HDMI 2.0 Male to Female Panel Mount Cable, 0.2m, 28+30AWG, OD3.2*14.5±0.2mm

Item no. FSP1001D4K
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