
Specification:
• Connector 1: DisplayPort male, Gold plated
• Connector 2: DisplayPort female with screw locking, Gold plated contact, Nickel plated shell
• Nut and Screw type: M3 nickel plated
• Hole Pitch: 27±1mm
• Cable Conductor: Thinned Copper
• Wire Gauge: 28AWG
• Outer Diameter: 7.3±0.2mm
• Shielding: Aluminum foil, Braiding
• Housing: ABS shell for DisplayPort male, Injection molding for DisplayPort female
• Jacket: PVC
• Supports a High Bit Rate (HBR) bandwidth and up to a 4K resolution
• Built to DisplayPort 1.2 standard
• Compliance: RoHS, REACH
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Panel Mount DisplayPort Cable Extension Male to Female

Description：
This groundbreaking solution enables you to merge two DisplayPort 
cables to achieve seamless through-panel connectivity from a secure 
location source. Its short, precise design ensures minimal signal loss.
The cable supports 4K and 1080P video resolutions and delivers 
unblemished audio pass-through for uncompressed digital 7.1, 5.1, or 
2 channels.
Adhering to DisplayPort 1.2 standards, with fully-shielded conductors 
for EMI/RFI interference immunity and 24-K gold-plated connectors for 
superior signal transfer, it ensures dependability.

Order Informaiton:
• FSP10214K: 4K DisplayPort 1.2 Male to Female Panel Mount Extension Cable, 0.2m, 28AWG, OD7.3±0.2mm

Item no. FSP10214K
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