
Specification:
• Connector 1: HDMI 2.0 Male, gold plated
• Connector 2: HDMI 2.0 Male Angle, gold plated
• Cable Conductor: High purity Oxygen Free Copper
• Wire Gauge: 30AWG(1-3M), 28/30AWG(5M)
• Triple Shielding: Individual pair aluminum foil, Overall aluminum foil, braiding
• Jacket: PVC
• Housing: Injection mold
• Left, Right, Up, Down angle four orientations available
• Supports CEC 2.0 control commands
• Resolution up to 4096 x 2160 @ 60 Hz
• Data transfer up to 18Gbps
• Supports Dolby® TrueHD and DTS-HD Master Audio™, HDR
• Contains Audio Return Channel (ARC)
• Uses new advanced color space for presentation of digital pictures
• Compliant: RoHS, REACH
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90 degree Angle HDMI 2.0 Cable

Description：
FARSINCE 4K Angled High Speed with Ethernet cable is great for 
home theater or desktop audio video applications requiring high speed 
HDMI features and video resolutions up to 4k@60Hz (2160p)

The 90-degree angle and 270-degree connector design provide a 
space-saving solution and ensure a safe and stable connection in tight 
spaces.

Order Informaiton:
L: Left Angle, R: Right Angle, U: Up Angle, D: Down Angle
• FS11005L-010: 1.0m, 30AWG, OD6.0mm, Left Angle
• FS11005L-018: 1.8m, 30AWG, OD6.0mm, Left Angle
• FS11005L-030: 3.0m, 30AWG, OD6.0mm, Left Angle
• FS11005L-050: 5.0m, 28+30AWG, OD7.3mm, Left Angle
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